
 

 

Specifications 
Input impedance 500K ohms 

Output impedance 0 – 50K ohms 

Power supply voltage 9 to 12 volts DC 

Power connector 2.1mm coaxial, positive 

barrel (negative center) 

Current consumption (9V, device 

active) 

5ma 

Dimensions 2.4x1.2x4.4 inches 

Weight 0.6 lbs. 
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Thank you for choosing a XenoSoneX™ 

Blue Ice™ pedal. We’re confident the 

controlled overdrive effect produced by its 

unique circuitry will make it an important 

part of your pedal board. 

The Blue Ice pedal combines sturdy design 

with a new clever analog overdrive circuit 

offering a range of effects from adding 

warmth and thickness to jazzy tones, to an 

overdriven vintage tube amp sound. 
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Powering The Device 
For best operation install a fresh 9V alkaline battery or connect a good 

quality 9VDC external power adapter to the power connector.  

To install a battery turn the unit over and remove the four screws 

holding the backplate in place. Remove the protective cap (if present) 

from the battery connector and store it away. Be sure to orient the back 

plate correctly when reattaching, as it helps clamp the battery into 

place. If using an external power adapter make sure it outputs between 

nine and twelve volts DC with a negative center pin and positive barrel. 

The device will not operate if the power is applied with reverse polarity. 

When the device is powered the blue LED on the front will light unless 

the device is in bypass mode. When the unit is in bypass the LED will be 

off but the circuitry will still be powered. The device uses a passive 

bypass switch which means the input and output will be directly 

connected together in bypass mode and will pass the signal even with 

no power. 



 

 

 

Connectors  
There are three jacks on the sides of the device. 

IN Jack 
The “IN” jack accepts a ¼-inch mono plug from an instrument or output 

of another effects device. Under battery operation the presence of a 

plug in this jack turns power on to the device. 

OUT Jack 

The “OUT” jack accepts a ¼-inch mono plug connecting to an amplifier 

input, or the input of another effects device. 

9VDC Jack 

This 2.1mm coaxial jack can be used to supply external 9 Volt DC power 
to the device. The presence of a plug in this jack disconnects any 
internal battery and delivers power to the circuitry regardless of 
whether or not the is a plug in the “IN” jack. 
 

 

 

 



 

 

 

Controls  
In addition to the bypass foot switch, the device contains four front 

panel controls. There are no controls inside the unit. The center 

position is a good starting place for exploring all the controls. 

Bypass 

The Bypass switch is a push-on-push-off switch that will route the 

incoming audio signal directly to the output jack when effects are not 

desired. The other controls have no effect in bypass mode. When not in 

bypass the input signal will be sent through the special overdrive 

circuitry inside the Blue Ice and the front LED will be lit.  

Drive  

The drive control determines how much of the signal goes through the 

distortion circuitry.  

 

 

Controls (cont.’d) 

Gain 

The gain control determines how hard the signal is pushed into the 

distortion circuitry. It comes before the drive control and is the primary 

means of controlling the distortion. 

Tone 
The tone control is designed to allow you to contour the pedal’s 

response to add warmth or bite to the sound. In its full clockwise 

position it allows through most of the higher harmonics generated by 

the distortion circuitry. 

Vol 

The volume control allows you to adjust output level without affecting 

the distortion.  

 


